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AMERICAN ‘fed Seal” Extra Heavy Machinists’ Vises 


AMERICAN “RED SEAL” EXTRA HEAVY MACHINISTS’ VISES 
Stationary Base 


Vise Jaw Jaw : Weight 

No, Width Opening 7 Approx. ALL RED SEAL 
51 3” 4%" 28 Ibs. VISES meet or ex- 
52 3%" 6” 36 Ibs, ceed Federal Speci- 
oe ee wie ara fications GGG-V- 
55 5" 3” 76 Ibs. 486c dated April 9, 
56 6” 10%" 134 Ibs. 1954, 

58 8” 12” 240 Ibs. 


AMERICAN “RED SEAL” EXTRA HEAVY MACHINISTS’ VISE 


Swivel Base 


Vise Jaw Jaw Approx. 

No. Width Opening Weight 

61 3” 4%" 38 Ibs. 

62 $44” 6” 46 lbs. A PROVEN 
63 4” 6” 63 Ibs. TOOL 
64 4" 7%" 78 Ibs. 

65 5” 8” 88 Ibs. 

66 6” 10%" 156 Ibs. 

68 8” 12” 282 Ibs. 


AMERICAN “RED SEAL” SWIVEL JAW MACHINISTS’ VISE 


Vise Jaw Jaw A prox. 

No, Width Opening Weisht DEPENDABLE— 
75 314" Sly” 58 Ibs. For Every Type 
77 4%” 5%," 74 lbs. of Job. 

79 6” 914" 169 Ibs. 


AMERICAN “RED SEAL” COMBINATION PIPE AND 
MACHINISTS’ VISE 


Vise Jaw Jaw Holds Approx. 

No. Width — Opening Pipe Weight rm “s BF henyl 
22 314" 51%” %” to 216” 58 Ibs, be free from 
23 434" 6%” 1%” to 344” 82 Ibs. defect in ma- 
24 5” an %” to4%4”" 136 Ibs. terial and 
25 6" 9” 1%” to 6” 195 Ibs, workmanship. 


AMERICAN “RED SEAL” SHEET METAL WORKERS’ VISE 


Vise Jaw Jaw Approx. IMMEDIATE 


No, Width Opening = Weight SHIPMENT FROM 
206 4%" 10” 78 Ibs. STOCK 
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AMERICAN DeLUXE UTILITY VISES 


Well constructed, made of best materials and attractively finished. 
Serviceable tools for home, workshop, and garages where a medium 
sized vise is required. 


FEATURES 
1. Acme threaded cold rolled steel screw. 


2. Removable, case hardened, cold rolled steel jaws, serrated 
to give a firm grip. 


3. Packed in individual cartons and shipped in master cartons. 


4. Finished in a beautiful Green Kam Hammer color with top 
of jaws, screw head, anvil, and swivel lock highly polished. 


5. Positive lock swivel base. 
6. Hardened steel cut off tool. 
Sisieubida Oto: 7. Fitted with removable pipe jaws and anvil for shaping. 
p Vise No. Jaw Width Jaw Opens E Weight Lbs. 
30 3” 3%” 15# 
85 3%” 4” 16% 
40 4” 414" 22% 
bO 5” 54%” 404 
500 5” 544" 31z# 


AMERICAN BALL BEARING AND PLAIN JACK SCREWS 


FEATURES:—Both Types— arr Lead Height Weight Ries 
Size Capacity Overall Each Serew 
Heavy broad base for stability. - as rs 
1x6 5 Ton 814" 5%# 4” 
Heavy ribbed cap for positive grip 14% x6 10 Ton 814" 10# 4” 
Forged steel screw. 14x8 10 Ton 104%” 124 6%” 
114x6 12 Ton 8%” 11# 3%” 
f i- - ” ” 
eee cap of strong semi-steel cast 144x8 12 Ton 10% 12# 6 
1%4x10 12 Ton 12%” 162 8” 
Large handles with plenty of room, 11x12 12 Ton 14%" 20# 10” 
Body painted durable green Kam Ham- 2x8 20 Ton 114%" 21# 5" 
mer. 2x10 4 =6©20 Ton 11%” 22# Y fof 
2 ‘ 2x12 20 Ton =—s-15%4” 264 9” 
These all-purpose Jack Screws are made 2x14 20 Ton 17%" 36# 11" 


of durable, heavy-duty material. 
Tilustrated-Size ix6 


Ball Bearing Jack Screw reduces friction up to 80% in use and has a full race of 
polished hardened steel bearing balls which roll easily on a case hardened steel 
thrust washer. 


AMERICAN CAST IRON ANVILS 


Weight Height “Width Length 


9 Ibs. 4” 2%” 8%” 
20 Ibs. 5” 234” 10” 
50 Ibs. 7%” 3%” 1444” 
70 Ibs. 814" 344” 18” 

100 Ibs, 9%” 3%” 20” 
150 Ibs. 11” 4” 24” 
200 Ibs, 12” 5%” 28” 


581-6-56 


